
CERTIFICAZIONI
Il Sistema di Qualità di SINKO S.r.l. è conforme ai 
requisiti della norma UNI EN IS0 9001:2015

CLASS 1 REACTION TO FIRE
On request, HPL thick laminates are supplied in Fire 
Reaction Euroclass, in compliance with 305/2011/
UE Regulation, with relative DOP (Declaration of 
Performance).

 

Authorised by 

  

SGS Société Générale de Surveillance SA 
1, place des Alpes, 1211 Geneva, Switzerland 

t +41 (0)22 739-91-11□f +41 (0)22 739-98-86□www.sgs.com 
 
 

The validity of this certificate shall be verified on http://info.fsc.org/ 
For the full list of product groups covered by the certificate see http://info.fsc.org/ 

This certificate itself does not constitute evidence that a particular product supplied by the certificate holder is FSC-certified [or FSC Controlled Wood]. Products 
offered, shipped or sold by the certificate holder can only be considered covered by the scope of this certificate when the required FSC claim is clearly stated on 

sales and delivery documents. The certificate remains the property of SGS . The certificates and all   
 copies or reproductions shall be returned or destroyed if requested by SGS. 
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Certificate SGSCH-COC-090161 
 

The Organization 
 

SINKO S.r.l. 
 Via Veneto, 1 - Frazione Lugagnano - 37060 Sona (VR) - Italy 

has been assessed and certified as meeting the requirements of 
 

 FSC® Chain-of-Custody 
The company was assessed against the following standards: 

FSC-STD-40-004 Version 3.0 FSC Standard for Chain of Custody Certification – April 2017 
FSC-STD-50-001 Requirements for use of the FSC trademarks by Certificate Holders 

 
for the products detailed in the scope below 

 
Purchasing of high pressure laminates FSC Mix, production of custom furniture, 
Institutional casework, Wardrobes, Parts of furniture FSC Mix, Transfer system. 

 
Acquisto di laminato hpl FSC Mix, produzione di arredi da interno personalizzati, 

locali spogliatoio, sportivi, comunitario, industriale, ospedaliero FSC Mix, 
sistema del Trasferimento. 

 
This certificate is valid from 10 February 2022 until 9 February 2027 

and remains valid subject to satisfactory surveillance audits. 
Issue 1. Certified since February 2022 

 

This document is issued by the Company subject to its General Conditions of 
Certification Services accessible at www.sgs.com/terms_and_conditions.htm. Attention 

is drawn to the limitations of liability, indemnification and jurisdictional issues 
established therein. The authenticity of this document may be verified at 

http://www.sgs.com/en/certified-clients-and-products/certified-client-directory. Any 
unauthorized alteration, forgery or falsification of the content or appearance of this 

document is unlawful and offenders may be prosecuted to the fullest extent of the law. 

 

Authorised by

 

SGS Société Générale de Surveillance SA
1, place des Alpes, 1211 Geneva, Switzerland

t +41 (0)22 739-91-11□f +41 (0)22 739-98-86□www.sgs.com

Organisations with a valid PEFC chain of custody certificate can only use the PEFC Logo with unique PEFC 
license logo number based on PEFC Logo usage license contract issued by the PEFC Council or another entity 

authorised by the PEFC Council and in accordance with the PEFC logo usage rules.

Page 1 of 1

 

 

 

Certificate IT22/0082

The organisation

SINKO S.r.l.
Via Veneto, 1 - Frazione Lugagnano - 37060 Sona (VR) - Italy

has been assessed and certified as meeting the requirements of the standard

PEFC - Chain of Custody
PEFC ST 2002:2013 – “Chain of Custody of Forest Based Products – Requirements”  - dated 24/05/2013

PEFC ST 2001:2008, Second Edition – “PEFC Logo Usage Rules – Requirements” – dated 26/11/2010
as amended and published on www.pefc.org

for the products detailed in the scope below

Purchasing of high pressure laminates x% PEFC Certified, production
 of custom furniture, institutional casework, wardrobes and parts of furniture 

x% PEFC Certified, Physical separation.

Acquisto di laminato hpl x% Pefc Certified, produzione di arredi da interno 
personalizzati, locali spogliatoio, sportivi, comunitario, industriale, 

ospedaliero x% Pefc Certified, sistema della separazione fisica.

This certificate is valid from 10 February 2022 until 9 February 2027 
and remains valid subject to satisfactory surveillance audits

Issue 1. Certified since February 2022 
   

This document is issued by the Company subject to its General Conditions of 
Certification Services accessible at www.sgs.com/terms_and_conditions.htm. Attention 

is drawn to the limitations of liability, indemnification and jurisdictional issues 
established therein. The authenticity of this document may be verified at 

http://www.sgs.com/en/certified-clients-and-products/certified-client-directory. Any 
unauthorized alteration, forgery or falsification of the content or appearance of this 

document is unlawful and offenders may be prosecuted to the fullest extent of the law. 

Le nostre
Certificazioni

FSC® Chain-of-Custody PEFC - Chain of Custody

CLASSE 1 REAZIONE AL FUOCO
A richiesta i Laminati a spessore HPL vengono 
forniti in Euriclasse di Reazione al Fuoco Bs1-d0, in 
conformità al regolamento 305/2011/UE, con relativa 
DOP (Declaration of Performance).

CERTIFICATION
SINKO S.r.l. Quality System is certified in accordance 
with the tequirements of UNI EN IS0 9001:2015 
standards
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• Struttura portante in profilato quadro 
(35x35 mm) in alluminio anodizzato 15 
micron. 

• Doghe in alluminio anodizzato con 
finitura a vista in laminato stratificato da 
0,9 mm. 

• Elementi di giunzione in nylon con 
anima in acciaio da 8 mm. 

• Bulloneria in ottone nichelato.

• Piedini regolabili in acciaio inox 
ricoperto nylon. 

• Appendiabiti in plastica stampata ad alta 
resistenza (collaudati con zavorra da 50 kg).

BENCHES
• The supporting structure is made of 

15 microns anodized aluminum square 
profile sections (35x35 mm).

• Anodized aluminum slats with visible 
finishing in layered laminate of 0,9 mm.

• 8 mm reinforced steel nylon joining 
elements.

• Nickel plated brass bolts.

• Adjustable nylon covered stainless steel 
feet.

• High resistance plastic coat hangers 
(tested with 50 kg ballast).

dimensioni standard / standard sized:
mm 1000x450x1870h

mm 1500x450x1870h

mm 2000x450x1870h

DETTAGLI / DETAILS

PANCHE
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• Struttura portante in profilato quadro 
(35x35 mm) in alluminio anodizzato 15 
micron. 

• Doghe in alluminio anodizzato con 
finitura a vista in laminato stratificato da 
0,9 mm. 

• Elementi di giunzione in nylon con 
anima in acciaio da 8 mm. 

• Bulloneria in ottone nichelato.

• Piedini regolabili in acciaio inox 
ricoperto nylon. 

• Appendiabiti in plastica stampata ad alta 
resistenza (collaudati con zavorra da 50 kg).

BENCHES
• The supporting structure is made of 

15 microns anodized aluminum square 
profile sections (35x35 mm).

• Anodized aluminum slats with visible 
finishing in layered laminate of 0,9 mm.

• 8 mm reinforced steel nylon joining 
elements.

• Nickel plated brass bolts.

• Adjustable nylon covered stainless steel 
feet.

• High resistance plastic coat hangers 
(tested with 50 kg ballast).

dimensioni standard / standard sized:
mm 1000x450x1870h

mm 1500x450x1870h

mm 2000x450x1870h

DETTAGLI / DETAILS

PANCHE
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